


14.2.5 VWZ NC 11 /4 and 19/4 passive cooling
module
Order no. 0010016721, 0010016722

For connection to flexoCOMPACT exclusive or flexoTHERM ex-
clusive.

Accessories for passive cooling with sensor (borehole) or coll-
ector.

VWZ NC 11/4 for 5-11 kW heat pumps.
VWZ NC 19/4 15-19 kW heat pumps.
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Fig. 330: VWZ NC dimension drawing E 1400 ]
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Fig. 332: VWZ NC 19/4 pressure loss diagram
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14.2.6 flexoCOMPACT pre-installation jig
Order no. 0020205412
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Fig. 333: flexoCOMPACT pre-installation jig

14.2.7 flexoTHERM pre-installation jig
Order no. 0020205413
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Fig. 334: flexoTHERM pre-installation jig

14.2.8 Circulation set with pump for the
flexoCOMPACT pre-installation jig

Order no. 0020229714

Fig. 335: Circulation set with pump for the flexoCOMPACT
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Pre-installation jig with flexible connection pipes for piping
upwards and downwards with plain stainless steel pipes to fa-
cilitate routing (pressing) and ensure short set-up times, easy
installation, and a high level of flexibility.

Compact combination option close to the wall guaranteed with
the VWZ NC 11/4 and NC 19/4 natural cooling module.

Pre-installation jig with flexible connection pipes for piping
upwards and downwards with plain stainless steel pipes to fa-
cilitate routing (pressing) and ensure short set-up times, easy
installation, and a high level of flexibility.

Compact combination option close to the wall guaranteed
with the VWZ NC 11/4 and NC 19/4 natural cooling module.

High-efficiency circulation pump with non-return valve, con-
nection pipe and connection fittings.
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14.3 Accessories for the aroTHERM and 3 kW Technical data

geoTHERM heat pump systems T e e

Operating voltage U__ 400 V
14.3.1 VWZ MEH 61 hydraulic station - Product Heating Up to 70 °C
description Cooling Upto 7 °C
order no. 0020143590 Level of protection IP 20
Protection class I
Internal temperature Max. 70 °C
Maximum ambient temperature 40 °C
Height 720 mm
Width 440 mm
Depth 350 mm

Fig. 336: VWZ MEH 61 hydraulic station

Potential applications

The VWZ MEH 61 hydraulic station is an electric reheater mo-
dule with integrated heat pump control interface module and
diverter valve for the geoTHERM VWS 36/4.1 or aroTHERM
heating system. Depending on the system design and configu-
ration, it can supplement the heat supply from the heat pump.

The heat output of the electrical heating rod can be set as
required to either 2, 4 or 6 kW. The module can be connected
to a 230V or 400 V power supply.

Equipment

The hydraulic station consists of:

- eBUS interface

- Appliance interface with display and control buttons
- Electrical immersion heater with safety cut-out

- 10 | expansion vessel for heating

- 3-port valve

Water pressure sensor

- Expansion relief valve for heating

VF1 temperature sensor

- Connection cable
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Dimension drawing
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Fig. 337: VWZ MEH 61 - Design and dimensions

Terminal box

Electrical heating rod
Expansion vessel (10 1)

Diverter valve

Expansion relief valve
Flow/return to heat pump (R 1")
DHW cylinder flow/return (R 1")
Drain for expansion relief valve
Heating circuit flow/return (R 1")
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